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Monitor Panel #1160 Operating Instructions

Holding Tanks 1 and 2 Switch:

This switch will enable you to read the level of
liguids in either Holding Tank 1 or 2. 1I1f the switch
is depressed and held in the upward position it will allow
reading from H. T. #1, if depressed and held in the down-
ward position it will allow reading from H. T. #2. The
amount of liguid in the tank will be shown as red lights
under the corresponding level indication. These lights
will illuminate from "E" up to the highest ligquid level
in that tank. If the tank being checked is full, then
all five (5) of the lights, E, &, &%, 3/4 and F. will be
on. If the tank is only half full then only the E, %,
and % lights will be on. The "E" indication will come
on anytime the switch is depressed. After checking the
level of the tank, release the switch.

Exesh Water/Battery Switch:

This switch is used to read the level of the fresh
water tank and the condition of the battery. If the switch
is depressed and held in the downward position it will
allow reading the level of the fresh water tank, in the
same manner as the Holding Tanks. The level will be shown
on the same lights as the holding tanks were. If tank is
3/4 full then the E, %, %, and 3/4 lights will be on.
If the switch is depressed and held in the upward position
it will allow reading the voltage level of the battery.
The lights will illuminate and stay on up to the highest
level of the battery. If the battery is at a good level
then the low (red), fair (yellow) and good (green) indications
will all be on. If the battery only shows a low (red) in-
dication then the battery needs to be charged. After reading
has been taken from either function release the switch.
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