Untitled Document Page 1 of 5

:jelr__ I - Lxlreme™ Sprves SmArt Sensor’ L7
F‘_) - @ 5900-0201/5900-0211 Installation & Operation Manual

IMPORTANT

READ INSTRUCTIONS ENTIRELY BEFORE INSTALLING THE SMART SENSOR 5.7

Congratulations! You have purchased the finest potable water pump in the RY ndustry. The Smart Sensor 5.7
has been designed and engineered to provide your RV with “just like home” water flow. Below is a list of
recommendations to maximize the Smart Sensor 5.7's performance and silent operation. These

recommendations are not required for use of the Smart Sensor 5.7, only suggestions to maximize its
performance,

1. Minimize the restrictions in tubing from your water tank to the Inlet of the pump
Use a minimum =" diameter tubing
Eliminate any unnecessary restrictive elbow fitlings
Use 12" to 18" of soft %" tubing from inlet of pump to hard tubing
- Use anly an Extreme Series High-Flow water strainar

2. Minimize the restrictions in tubing going from the outlet side of the pump
- Use a minimum %" tubing
- Elimirate any unnecessary restrictive efbow fittings
e -~ W 12”7 to 187 of soft Y2 tubing from outlet of pump to hard tubing B

Reducing unnecessary restrictions in the inlet tubing to the pump will allow the pump to run

freely, maximizing the Smart Sensor's performance and eliminate the possibility of cavitation
{starving the pump).

Reducing unnecessary restrictions to outlet tubing from the pump will minimize hackpressure,
allowing pump te run freely and maximizing the Smart Sensor’s performance and quieiness,

Pre-Installation
» Pump is taller and wider than previous models. Measure depth and width of area befare doing any
instailation. Minimum suggested requirement is 1 cubic foot of space around pump.
* Pump takes more power than many previous modeis. Check to be sure wire and circuit protection
can handle the larger power requirement. Minimum power requiremsnt is 15 AMPS.
» If pump has Intellitec latching pump controller, it must be 10 Amps (Intellitec part # 00-00145-100}.
If nct, 10 amp version {Intellitec part # 00-00145-100), or relay, must be installed in circuit,
« Make sure pump’s electricat circuit and wiring is rated for 15 amps. Use 15 Amp fuse on cirguit,
» Pump shut-off pressure is 65 PSI. Make sura system has been designed to handte 65 PSI.
» PFump may flow better with 34" line feeding the pump.
« Make sure fitling o-rings are gnerously lubricated.
» Guige fittings into pump and strainer SLOWLY to assure o-rings stay in grooves.
= Dimensions (fittings not attached}:
9.2"[23.4cm] Length x 4.9” [12.5cm] Width x 5.5" [1d4cm} Height
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